FLUKE. On/Off Backlight K Inrush Current

Narazovy proud

333, 334, and 335 334, 335 Fluke 333 0 - 400 A Poczatkowy prad rozruchowy
Clamp Meter Fluke 334, 3350 - 600 A BpPOCOK MyCKOBOTO TOKa

@ Baskin Akimi
Instruction Card '[
v 334, 335
@ \ / A Tactile Barrier ( )
OFF  [=/ Hmatova prepazka
\ /j Ogranicznik uchwytu

TakTunbHbI Gapbep
Dokunma Bariyeri

AWarning
Read the 333, 334, 335, 336, 337 Clamp Meter
Safety Sheet before using this meter.

* Pred pouzitim této zkousecky si prectete bezpeénostni
informace k ¢elistovému méficimu pfristroji
333, 334, 335, 336, 337.
e Przed uzyciem probnika nalezy przeczyta¢ instrukcje
dotyczace bezpieczenstwa miernika cegowego
zamieszczone w dokumentach nr
333, 334, 335, 336 i 337.
Mepep ucnonb3oBaHMEM JAHHOTO U3MEPUTENBHOTO
npu6opa npoutute MHCTPYKLUMUM NO TEXHUKE
6e30MacHOCTU TOKOU3MEpPUTENbHbIX 3aXUMOB
333, 334, 335, 336, 337.
Bu test cihazini kullanmadan 6nce 333, 334, 335, 336, Automatic Off
337 Pens Metre Giivenlik Brosiirii'nii okuyun.
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Currents Cancel

Proudy se vyrusi

Prady znosza sie wzajemnie
OTMeHUTb TOK

Akim iptal
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V,Q Continuity m) Hold Battery Replacement Specifications

0-600.0V ac
0-600.0V dc *@23°C+5°C, 0-90%RH 333 334 335
333 0-600.0 0 A Range 0-400.0A 0-600.0A
B o) A - . - E
334,335 0 - 6000 @ (50/60 Hz)
Accuracy 2 %+ 5 counts
Crest Factor 24@500 A
add 2% for -
CE> 2 2.0 @600 A
AC A
Response Vo rms
Inrush Integration _
Time 100 ms
v,V Range 0-600.0V
Accuracy 1% + 5 counts
it Q Range 0-6000Q | 0-600.0Q
— 600 - 6000 O
@
— — Accuracy 1.5 %% 5 counts
Continuity ) <300
Storage -40°C 10 60 °C
Temperature
Operating 10 °C t0 50 °C
Temperature
Altitude 2500 m
EMC - instrument unspecified for use in EMC field > 0.5 V//m
CAT II 600V, pollution degree II:
CAT Il equipment is designed to protect against transients in
equipment in fixed - equipment installations, such as distribution
panels, feeders and short branch circuits, and lighting systems
in large buildings.
*<18°C, > 28 °C add 0.1 x (specified accuracy)/ °C
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